
 Direct seed drill pneumatic  - Lifted with knives

Laseminasodo   Working
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IGEA 2500   2,4 2,5 15 16 3 * 1600 80 1 yes 1.400

IGEA 3000   2,9 2.5 17 17 3 * 1600 90 1 yes 1.400

IGEA 3200  3,2 2,5 19 17 3 * 1600 100 1 yes 1550

FLORA 3600  3,6 2,5 21 17 4 1600 120 1 yes 1900

FLORA 4000  3,9 2,5 23 17 4 1600 140 1 yes 2000

FLORA 4300  4,25 2,5 25 17 4 1600 160 1 yes 2100

SEIA 4600 4,6 2,5 27 17 4 1600 180 1 yes 2200

GAIA 5000  4,9 2,5 29 17 4 1600 200 1 yes 2400

GAIA 6000  5.9 2,5 35 17 4 1600 220 1 yes 2600

Standard Equipment

Patented cast iron seeding element
650kg/element, life warranty 

Hopper Seed 70% with Fertilizer 30% 1800lt

Double doser for seed and fertilizer

Distribution fan system 

Light system kit with reflectors and flashing lights

Hydraulic depth wheels adjustement

Wheel cleaner

Category 3/4

Seed cover harrow

Direct hydraulics to the fan with quick-connect
couplings to the tractor

Motion by driving groundwheel

Side wheels under the side wings (for 4.6 m and up
models)

Options / Spare parts : 

4th row supplement * (for meter)

ISOBUS LSS2 without screen

Indipendent hydraulic system with oil reservoir 60lt

Trailer version kit

2 Front hydraulic wheels225/70 R 15C

Hydraulic wings folding (except IGEA 3200, 3000
and 2500 mechanical folding)

Head coulter wit wear resistant tungsten lip

S.p. 230 km 60.900
Gravina in Puglia (BA) Italy
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